Alumina eyewear columns are your go-to option when in need of high-capacity
presentations with seamless integration, and are available in a non-locked, key-
locked and remote-controlled lockable version. The non-locked rods creafe a
stable positioning of each frame for high volume eyewear presentations.

SPECIFICATIONS: UNIQUE FEATURES: DIMENSIONS:
Security: Non-locked Dutch architectural design Advised floor height: 2020mm
Material: Steel, coated at 180°C  Uni bodly structure Highest presentation: 1950mm
Soft rubber bridge support Lowest presentation: Varies
Rotfating wall brackets Vertical grid: 77mm

Horizontal grid: 190mm (advised)
VARIATIONS:
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ANL.7R-W (White) ANL.8R-W (White) ANL.9R-W (White) ANL.10R-W (White)
ANL.7R-B (Black) ANL.8R-B (Black) ANL.9R-B (Black) ANL.10R-B (Black)
Capacity: 7 frames Capacity: 8 frames Capacity: 9 frames Capacity: 10 frames
Weight: 0,43 kg Weight: 0,46 kg Weight: 0,49 kg Weight: 0,52 kg
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ANLTTRW (White) ~ ANLI12R-W (White) ~ ANL.I3R-W (Whitey  ANL.14R-W (White)
ANL.11R-B (Black) ANL.12R-B (Black) ANL.13R-B (Black) ANL.14R-B (Black)

Capacity: 11 frames Capacity: 12 frames Capacity: 13 frames Capacity: 14 frames
Weight:  0.55kg Weight: 0,58 kg Weight: 0,61 kg Weight: 0,64 kg
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ANL.15R-W (White) ANL.16R-W (White) ANL.17R-W (White)
ANL.15R-B (Black) ANL.16R-B (Black) ANL.17R-B (Black) —
Capacity: 15 frames Capacity: 16 frames Capacity: 17 frames
Weight: 0,67 kg Weight: 0,84 kg Weight: 0,87 kg
AVAILABLE COLOURS
White Black
Glossy Fine texture
RAL 9016 RAL 9005
AVAILABLE ACCESSORIES
50692 (White) 50692B (Black) 50693 (White) 50693B (Black)
campaignholder AS campaignholder AS Mirror AS Mirror AS
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50691 (White) 50691B (Black) 50694 (White) 50694B (Black)
Logoholder mid Logoholder mid Logoholder top Logoholder top

ALUMINA

WALL COLUMNS

NON-LOCKED

TOP|VISION




